
• LOW SILHOUETTE 


• WHISPER QUIET 


• HEAVY DUTY 
















SPUN 1 
ALUMINUM HOUSING 
NEVER NEEDS 
PAINTING 


VERY LOW 
OVERALL 
HEIGHT 


REMOVAL 
OF 4 NUTS GIVES 
ACCESS FOR 
SERVICING 


PERMANENTLY 
LUBRICATED MOTOR 
MOUNTED OUT OF 
AIR STREAM k 


RUGGED FAN 
WHEEL STATICALLY 
& DYNAMICALLY 
BALANCED 


OUTLET 
MANY TIMES 
AREA OF 
INLET 


MORE THAN 
15 MODELS 


BY BROOKSIDE 


-OW 

SILHOUETTE 

TO COMPLEMENT CONTEMPORARY 
ARCHITECTURAL LINES 


brings you a greater number of “more-for-your-money” features than any other 
competitively priced power roof exhauster. The years of experience in the 
manufacture of hundreds of thousands of components for major appliance manu¬ 
facturers go into every precision, factory-tested assembly . ... to bring to the 
American architect and builder one of the finest, most rugged and dependable 
roof exhauster on today’s market. 


McCordsville, Indiana 


and sleek, low, roof-hugging 
silhouette. 


CONTEMPORARY 

DESIGN 


WHISPER-QUIET, 
HEAVY DUTY 
PERFORMANCE 

M-Pel-Air wheel is statically 
and dynamically balanced. 
Rugged, heavy gauge, all 
aluminum construction and 
precision assembly with¬ 
stands constant, most abusive 
operation. 


EASIEST TO INSTALL 
EASIEST TO SERVICE 

Shipped completely as¬ 
sembled, ready to install. Re¬ 
moval of 4 cap nuts provides 
access to entire assembly for 
wiring and service. 


FULL RATED 
CAPACITIES 

All M-Pel-Air units are guar¬ 
anteed to meet or surpass 
cataloged performance 
ratings. 



























A Great Name in Ventilation 


M-Pel-Air Power Roof Exhausters are ideal for 
any installation where large volumes of air 
have to be moved quickly and quietly. They are 
designed and built to exacting specifications for 
trouble-free service. To assure unfailing qual¬ 
ity, each unit is individually tested, electrically 
and mechanically, before shipment. 

Design and Construction 

Exposed parts are built of rigid spun aluminum 
for strength, pleasing appearance, and resist¬ 
ance to every weather extreme without the need 
of special finishes. The power unit floats in 
rubber. Rubber mountings assure quiet oper¬ 
ation—an important consideration for hospi¬ 
tals, theaters, schools, offices, and public health 
buildings of all types. 

The Fan Wheel 

The M-Pel-Air fan wheel is built in our own 
plant, of our own design. Its light weight re¬ 
duces bearing wear and requires less power for 
operation. The backward-inclined, non-over¬ 
loading wheels assure quiet operation. They are 
made to close tolerances and are balanced, stati¬ 
cally and dynamically, before assembly to the 
unit. 


The Motor 

The heavy duty motors are made by America's 
leading manufacturers. They are mounted out¬ 
side the air stream. All fractional horsepower 
motors are factory lubricated, ball bearing 
type. Under normal conditions they should not 
require additional lubrication for many years. 
Explosion proof and two speed motors are also 
available on special order. 

Features and Advantages 

Aerodynamic Design 

The area of the specially designed outlet is 
many times greater than that of the inlet, and 


the large bell shape permits air to flow in a natural, 
unrestricted pattern. M-Pel-Air design assures maxi¬ 
mum air delivery. 

Low Noise Level 

Precise engineering and careful construction assure a 
low noise level. Fan wheel design, unrestricted air flow, 
and the rubber cushioned mounting of the power unit 
combine to provide a unit quiet enough for installation 
anywhere. 

Easy Installation 

M-Pel-Air Exhausters come to you completely as¬ 
sembled and ready to install. Attach the unit to the 
curb, make necessary electrical connections, and your 
M-Pel-Air is ready for use. If a back draft eliminator 
is used, it may be installed in the curb or at the ceiling 
level, as you prefer. 

Accessibility 

Removal of four cap nuts permits the entire housing 
to be lifted off, giving ready access for wiring installa¬ 
tion or service. 

Low Maintenance 

Under normal conditions, no oiling required for many 
vears. The. attractive aluminum surface never has to 
be refinished. 


BELT DRIVE 


BROOKSIDE CORPORATION 


GRAVITY VENTS 






















Installation Details and Dimensions 


MINIMUM 

CURB INSTALLATION 
■ 14" INSIDE CURB CAP 


\ MINIMUM 111/4" X.11W' TO 
N ACCEPT 11" SQUARE DAMPER 

INSIDE CURB CAP 


ROOF LINE 


(INSIDE CURB CAP) 
Illustration 3 


Illustration 1 


Illustration 2 


Type C 
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Mc£ordsvillerrnaiana 


DIRECT DRIVE 


Type A Models DD-7 and DD-8. Aluminum curb caps are available. 
Special backdraft eliminator installed within exhauster when re¬ 
quired. Multi-leaf backdraft eliminators not recommended unless 
electrically operated. Exhausters available with overall height 
as low as 12 7 / 8 " when no backdraft eliminator is used. 

Type B Model DDV-12. Round, low, roof-hugging lines blend with 
any architecture. Curb cap and inlet tube are spun in one part, 
eliminating possibility of water leak between base and curb cap. 
Especially suited for average air-moving problems encountered 
in restaurants, large kitchens, laundry rooms, recreation rooms, 
public rest rooms, etc. 

Type C Models DD-10 through DD-20 Supplied with square curb caps 
integral with exhauster. Round in shape; streamlined to blend 
well with any architecture. Air discharge designed to make high 
curbs unnecessary. Available with overall height as low as 17". 

Optional Equipment DD Series 

acid resistant housings 

All M-Pel-Air Exhausters are available with acid resistant 
housings for use where severe acid or caustic fumes are 
encountered. Specify types of acids present, if possible, 
when making inquiries. 

safety disconnect switch 

T i? e i af i et 7. disconnec t switch (required in some states) is 
attached directly to the exhauster and prevents unit from 
being turned on from a remote point during servicing op¬ 
erations. Switch is protected from weather and cannot be 
seen outside unit. UL approved. 


D 

20 " 

20 " 

20 " 

20 " 

20 " 

20 " 

20 " 

20 " 

20 " 

28 " 


28 " 


explosion proof units 

M-Pel-Air Exhausters will be built with explosion proo 
motors on special order. Safety disconnect switch an 
other electrical equipment supplied with unit will also b 
of explosion proof type when specified. 

other optional equipment 

Some of the other optional features available with M-Pe] 
Air Exhausters are satin finished outer parts, color anc 
dized outer parts, back draft eliminators (both conven 
tional and motor operated), and inside grills. All options 
equipment furnished at modest additional cost. 


74 
263 / 4 * 


17 " 


26%/ 

263 / 4 * 


263 / 4 * 


263 / 4 * 


17 " 


17 " 


17 " 


373 / 6 * 


373/e' 


22 " 


F 

(Damper) 


16" 

SQUARE 

DIMENSION 


SQUARE 

DIMENSION 


28 " 

28 " 


28 " 


28 " 


28 " 












































































































POWER EXHAUSTERS 


K—28" SQUARE 
INSIDE CURB CAP 

BD-1716 THROUGH BD-2012 


***-40" SQUARE-•* 

INSIDE CURB CAP 

BD-2416 THROUGH BD-3321 


Performance data for DD and BD Series Models on Page 7 


BROOKSIDE CORPORATION 5 


BELT 


DRIVE 


POWER UNIT in all belt drive models is resilient 
suspended for quiet, vibration-free operation, an 
important consideration for hospitals, schools, 
theatres, offices and public buildings of all types. 
Precise engineering, fan wheel design, unrestricted 
air flow, and resilient cushioned mounting of the 
power unit combine to bring you the quietest, most 
efficient exhauster available. 

BELT DRIVE UNITS are shipped completely assembled 
for easy installation—easily disassembled when 
necessary. If back draft eliminator is used it may 
| be installed in the curb or at the ceiling level, as 
you prefer. 


MAINTENANCE: Bearings are rubber housed and 
mounted for quiet operation and are equipped with 
grease fittings to permit relubrication if required. 
Belts are the best quality obtainable and of suffi¬ 
cient size and quantity to insure maximum life and 
efficient performance, with infrequent adjustment. 
All belts, pulleys, bearings and motors are standard 
sizes and easily obtainable, should replacement 
parts ever be necessary. 


ACCESSORIES AVAILABLE ON SPECIAL ORDER: Bird 
Guards, Backdraft Eliminators, Safety Disconnect 
Switches, Explosion Proof Motors, Acid Resistant 
Coatings, and Colored Anodized Housings. All ac¬ 
cessories furnished at modest additional cost. 































































GRAVITY VENTS 


Unit 

A 

B 

C 

D 

E 

F 

GV-9 

9% 

20 

4'A 

1 V /2 Max. 

20 % 

2 

GV-11 

11 % 

20 

4'A 

1 VA Max. 

20 % 

2 

GV-13 

13 

28 

6 

1 3Vi Max. 

28% 

2 

GV-15 

15% 

28 

6 

1 2 V 2 Max. 

28% 

2 

GV-17 

17% 

40 

9'A 

22Vi Max. 

42 

3 

GV-20 

20 

40 

9'A 

72 V 2 Max. 

42 

3 

GV-22 

22 % 

40 

9'A 

23% Max. 

42 

3 

GV-24 

24% 

40 

9'A 

22 V 2 Max. 

42 

3 


OTHER SIZES AVAILABLE ON SPECIAL ORDER 



ELIMINATE BULKY, UNSIGHTLY HOODS AND GOOSENECKS 


Ruggedly built, low silhouette M-Pel-Air 
gravity relief vents are engineered and 
designed for fresh air intake or relief of 
pressure within the building. Durable, 
lightweight spun aluminum housing con¬ 


struction. 8 Models. Motor operated or 
spring loaded back draft eliminators, cylin¬ 
drical bird guards and bug screens optional 
equipment on all models. 


WALL MOUNTED POWER 


EXHAUSTERS 


DDW-15 


Voltage Requirements— 60 cycle — 

115 volts —AC 

RPM-1550 

CFM —315 at 0 static pressure 

Wall Opening Required— 6 W round 

Sleeve Adjustment— 5W " to 91 / 2 " 
wall thickness 

Ducting— Standard 6" round or 3!4" 
x 10" rectangular 

Shipping Weight— approx. 14 lbs. 

Grille —polished aluminum, 

8 Va" x 8’/4" 

Damper— complete with automatic 
spring-loaded anti-back draft 
damper 

Three-Speed Switch —available as 
accessory 



Model 

A 

B 

C 

D 

E 

F 

G 

DDW-15 

151/2" 

6%" 

51 / 2 " 

91/2 " 

6" 

15" 

7" 

DOW-17 

17'//' 

81 / 4 " 

51 / 2 " 

91 / 2 " 

7" 

16%" 

8" 


DDW-17 

Voltage Requirements— 60 cycle — 

115 volts—AC 

RPM-1550 

CFM — 453 at 0 static pressure 

Wall Opening Required— 7%" round 

Sleeve Adjustment— 5/2" x 91/2" 
wall thickness 

Ducting —Standard 7" round or 314" 
x 12" rectangular 

Shipping Weight— approx. 17 lbs. 

Grille —stamped steel, chrome 
plated, 9" x 9" 

Damper— complete with automatic 
spring-loaded anti-back draft 
damper 

Three-Speed Switch — included as 
standard equipment 


Performance Characteristics 



MOTOR DATA 

STATIC PRESSURE-INCHES H.O 

MODEL No. 

RPM 

Tip Speed 

F.A. 

Vs 

1/4 

% 

Vi 

% 

3/4 

% 

1 

DDW-15 

1500 

3730 

315 

285 

253 

220 

187 

120 

25 



DDW-17 

1500 

3530 

453 

395 

332 

265 

190 

110 

20 
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PERFORMANCE CHARACTERISTICS 

DIRECT DRIVE POWER EXHAUSTERS 


Motor Data 


Static Pressure - Inches H 2 O 


710 


1140 


4180 


1615 


1430 


1250 


1070 


800 


435 


850 


3110 


1205 


960 


680 


400 


1140 


5075 


2970 


2920 


2820 


2690 


2500 


2270 


1980 


1660 


1450 


850 


3780 


2205 


2120 


1920 


1600 


1220 


900 


1725 


8130 


5170 


5130 


5090 


5030 


4950 


4900 


4855 


4750 


4670 


1140 


5375 


3450 


3380 


3290 


3180 


3050 


2860 


2550 


2240 


1930 


850 


4000 


2570 


2470 


2330 


2040 


1620 


1230 


800 


1140 


5975 


4360 


4280 


4170 


4060 


3950 


3800 


3650 


3350 


3100 


850 


4445 


3260 


3140 


2970 


2790 


2455 


2170 


1860 


1510 


1060 


570 


1140 


3580 


1120 


950 


780 


480 


1725 


6325 


2500 


2380 


2250 


2100 


1950 


1780 


1630 


1460 


1280 


1140 


4480 


1970 


1910 


1830 


1720 


1500 


1240 


1010 


750 


850 


3315 


1465 


1370 


1180 


850 


520 


230 


DRIVE POWER EXHAUSTERS 


BROOKSIDE O 


MODEL 

No. 

MOTOR 

HP. 

FAN 

C.F.M. DELIVERED AT STATIC PRESSURE SHOWN (INCHES H 2 0) 

R.P.M. 

Tip Speed 

.0 

.125 

.250 

.375 

.500 

.625 

.750 

.875 

1.000 

BD-1718 

A 

820 

3620 

2085 

1960 

1790 

1475 

1035 





BD-17I6 

A 

895 

3980 

2330 

2225 

2080 

1850 

1440 

1125 




BD-1714 

A 

1035 

4605 

2700 

2620 

2500 

2350 

2125 

1790 

1425 

1175 


BD-1713 

A 

1140 

5055 

2970 

2920 

2820 

2690 

2530 

2480 

2000 

1660 

1450 

BD-1712 

A 

1305 

5800 

3400 

3350 

3290 

3180 

3075 

2925 

2750 

2500 

2225 

BD-1818 

A 

750 

3515 

2270 

2140 

1925 

1490 

1050 





BD-1816 

A 

815 

3820 

2470 

2350 

2175 

1850 

1400 

1050 




BD-1814 

Va 

942 

4445 

2850 

2750 

2620 

2475 

2150 

1760 

1425 

1125 


BD-1813 

A 

1035 

4870 

3135 

3050 

2940 

2815 

2625 

2315 

1960 

1625 

1300 

BD-1812 

}A 

1185 

5575 

3590 

3525 

3425 

3340 

3225 

3060 

2800 

2475 

2200 

BD-2018 

Vb 

628 

3295 

2400 

2225 

1925 

1550 

1250 

1000 




BD-2016 

Vb 

685 

3545 

2620 

2460 

2250 

1830 

1575 

1325 

1050 



BD-2014 

Va 

790 

4140 

3025 

2875 

2700 

2460 

2100 

1875 

1650 

1425 

1200 

BD-2013 

A 

870 

4555 

3330 

3175 

3050 

2875 

2600 

2300 

2100 

1880 

1670 

BD-2012 

A 

990 

5190 

3790 

3675 

3550 

3420 

3260 

3050 

2675 

2450 

2230 

BD-2416 

A 

440 

2837 

3240 

2770 

2300 

1050 






BO-2414 

Va 

505 

3172 

3710 

3270 

2730 

1870 






BD-2413 

A 

550 

3455 

4050 

3670 

3175 

2600 

1700 





BO-2412 

A 

637 

4100 

4690 

4400 

4040 

3600 

3000 

2010 




BO-2434 

Va 

730 

4585 

5375 

5160 

4900 

4650 

4100 

3525 

2800 



BO-2716 

A 

363 

2562 

3800 

3175 

2200 







BO-2714 

A 

417 

2940 

4350 

3900 

3180 

1950 






BO-2713 

A 

457 

3228 

4776 

4325 

3770 

2900 






BD-2712 

A 

525 

3715 

5490 

5100 

4600 

4175 

3400 

2000 




BD-2734 

Va 

600 

4241 

6270 

5950 

5525 

5120 

4730 

4000 

3100 



BD-2711 

1 

657 

4642 

6870 

6575 

6200 

5800 

5470 

5050 

4450 

3670 

2000 

BD-2732 

VA 

755 

5236 

7895 

7650 

7375 

7025 

6675 

6350 

6050 

5650 

5100 

BD-3014 

A 

350 

2758 

5018 

4225 

2925 







BD-3013 

A 

383 

3018 

5492 

4775 

3850 

2000 






BD-3012 

Vi 

440 

3460 

6310 

5600 

4875 

3980 

2230 





BO-3034 

Va 

505 

3965 

7235 

6625 

6000 

5350 

4500 

3050 




BD-3011 

1 

555 

4360 

7950 

7390 

6830 

6250 

5600 

4800 

3550 



BO-3032 

VA 

635 

4985 

9105 

8630 

8125 

7600 

7050 

6520 

5910 

5150 

3850 

80-3021 

2 

700 

5495 

10035 

9625 

9150 

8700 

8225 

7775 

7250 

6700 

6250 

BD-3314 

A 

295 

2580 

5617 

4800 

3250 







BO-3313 

A 

323 

2820 

6150 

5390 

4200 

1950 






BO-3312 

A 

370 

3238 

7044 

6440 

5550 

4350 

1800 





BD-3334 

Va 

425 

3680 

8100 

7500 

6775 

6050 

4775 

2700 




BD-3311 

1 

467 

4040 

8892 

8370 

7700 

7050 

6300 

5140 

3430 



BD-3332 

VA 

535 

4620 

10148 

9750 

9170 

8560 

7950 

7200 

6200 

5100 

3420 

BO-3321 

2 

588 

5077 

11240 

10850 

10370 

9800 

9230 

8750 

8120 

7320 

6370 






























































































































POWER EXHAUSTERS 


Suggested Specifications 

Power exhausters shall be supplied and installed 
where shown on drawings and shall be as manu¬ 
factured by Brookside Corporation, McCordsville, 
Indiana, or equal. Housings shall be of heavy,, 
gauge spun aluminum and designed to provide a 
low silhouette equal to those specified for M-Pel- 
Air Exhausters. 

F ^ 

The M-Pel-Air Warranty 

Brookside Corporation warrants every M-Pel-Air 
Power Exhauster and optional equipment fur¬ 
nished by Brookside Corporation to be free of de¬ 
fects in material and workmanship for a period 
of one year from date of purchase. 


Housings shall be easily removable for service 
and maintenance. Centrifugal .Wheels shall be of 
backward inclined type, balanced both statically 
and dynamically. Motors shall be mounted out¬ 
ride air stream and of large: enough capacity to 
prevent overloading when exhauster is operated 
at rated capacity. 

- 

_ ■ 

Any unit or part proved defective during this 
period will foe repaired for replaced, at our option, 
when returned to the factory, transportation pre¬ 
paid. Under no circumstances will Brookside Cor¬ 
poration be responsible for any installation, 
removal, or transportation cost. 


Nationwide Distribution 

M-Pel-Air Exhausters are available through distributors 
and representatives throughout the United States. This 
broad distribution service assures immediate attention 
to every inquiry and prompt delivery of every order. 


CALIFORNIA 

John A. Scott Co. 

1823 S. San Pedro, Los Angeles 

CONNECTICUT 
Thomas A. Fox 
316 Fairfield Ave., Hartford 
Phone: CHapel 7-3448 

FLORIDA 

State Sales Company 
40! 19th St., S., St. Petersburg 
Phone: 5-4772 

ILLINOIS 

Metropolitan Chicago Area 
D. P. Gladish & Co., Inc. 

343 $. Dearborn St., Chicago 
Phone: WEbster 9-2065 
L. J. Rathbun 
1928 W. Rohman, Peoria 
Phone: 6-7478 

INDIANA 

V-H of Indiana 

940 N. Eaton St., Indianapolis 
Phone: FLeetwood 9-1694 

IOWA 

Thermal Co., Inc. 

220 First Ave., N.E., Cedar Rapids 
Thermal Co,, Inc. 

106 11th St., Des Moines 

LOUISIANA 

R. E. Meyers & Associates 
4054 Thalia St., New Orleans 25 
Phone: JA 2-1122 

If there is no representative in your 
area, contact our factory direct. 


MAINE 

R. F. Walker Associates 

246 Walnut St., Newtonviile, Mass. 

Phone: DEcatur 2-5300 

MASSACHUSETTS 

R. F. Walker Associates 
246 Walnut St., Newtonviile 
Phone: Decatur 2*5300 

MICHIGAN 

Frank E. Wilson 

120 E. Forest Ave., Muskegon 

Phone: 2-3430 

MINNESOTA 

Thermal Company, Inc. 

2526 University Ave., St. Paul 14 
Phone: Midway 6-1364 

MISSISSIPPI 

R. E. Meyers & Associates 
T. V. Curtis 

726 Cedarhurst Road, Jackson 
Phone: 6-1517 

MONTANA 

M. A L. Supply Co. 

635 Central Ave., Billings 
Phone: 9-3272 

NEVADA 

Record Supply Company 
300 Valley Road, Reno 
Phone: FAirview 3-5131 

NEW HAMPSHIRE 

R. F. Walker Associates • 

246 Walnut St,, Newtonviile, Mass. 
Phone; DEcatur 2-5300 


M-Pel-Air representatives will be happy to discuss your 
air moving problems with you and to offer their skilled 
help in selection of the type and model best suited to 
your special needs. Write or phone office nearest you. 


NEW YORK 

Metropolitan New York Area 
Electrical Equipment Sales 
34-15 Parson Blvd., Flushing 54 
Phone INdependence 3-1557 

NEW MEXICO 

Air Equipment Company 

1607 Second St., N.W., Albuquerque 

Phone: 3-6429 

NORTH DAKOTA 

Thermal Company, Inc. 

207 N. Nesmith, Sioux Falls, S. D. 

OKLAHOMA 

M. & V. Supply Co., Inc. 

1003 W. Reno, Oklahoma City 4 
Phone: FO 5-3333 

PENNSYLVANIA 

E. J. Deckman Company 
Oliver Building, Pittsburgh 22 
Phone: AT 1-1843 

RHODE ISLAND 

R. F. Walker Associates 

246 Walnut St., Newtonviile, Mass, 

Phone: DEcatur 2-5300 

SOUTH CAROLINA 

Chas. Colyer Company 
P. O. Box 484, Greenville 
Phone: CE 2-5066 

SOUTH DAKOTA 

Thermal Company, Inc. 

207 N. Nesmith, Sioux Falls 


TEXAS 

W. L. Lashley & Associates 
1529 Haddon, Houston 19 
Phone: JAckson 4-7401 

VERMONT 

R. F. Walker Associates 

246 Walnut St., Newtonviile, Mass. 

Phone: DEcatur 2-5300 

WASHINGTON 

J. C. Kelly Co. 

East 3008 Trent Ave., Spokane 
Phone KEystone 4-1539 

WISCONSIN 

Thermal Co., Inc. 

2807 W. Vliet $t„ Milwaukee 8 

CANADA 

Clarke Industrial Sales ltd, 

5220-1A Street, S.E., Calgary, Alberta 
Phone: CHestnut 3-5556 

Provinces of 

Alberta, Saskatchewan, Manitoba 

Branch Offices In- 
Edmonton, Alberta 
10554 109th St. 

Regina, Saskatchewan 
1753 Lome St. 

Saskatoon, Saskatchewan 
132 107th St. 

Winnipeg 3, Manitoba 
1416 Erin St. 


BROOKSIDE CORPORATION 
McCordsville, Indiana 

TELEPHONE EDISON 5-2101 OR 5-2111 


Represented in your area by 


Prinfai^ 
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